
5CD Series (SURFACE MOUNT) 

 

 

 
Technical Specification  Pin connections 

Frequency Range : 
Inductance Range : 
Capacitor Range : 
Temperature Coefficient : 
Quantity per Reel : 

0.1MHz - 25MHz 
1uH - 680uH 
12pF - 750pF 
0 ± 250ppm/°C 
400 pcs / 1500 pcs 

The 5CD series are discontinued 
and are being replaced by the 
5CCD Series. 
 
The standard part numbers 
shown have the connections 
between pins 1 and pins 3. 

Features 
• 5CD IFT OCS Coil is ideal for RF and oscillator collision portable equipment.  
• The 5CD series of ultra-miniature adjustable surface mounting inductors covers the range 

1uH to 680uH.  
• These coils have superior characteristics with regard to environmental/mechanical conditions 

and are best suited to incorporation within densely structured equipment.  
• For Re-flow soldering type.  
• Small size. (5.5 x 5.3 x 4.8 mm)  
• One capacitor can be inserted.  
• Adjustable range.  

TOKO 5CD VARIABLE INDUCTORS 

TOKO Ref Inductance Qu
min

DC res
max 

Q Test
Freq
(MHz)

SRF (MHz) 
min 

DC 
Cur
(mA)

BEC 
Ref 

303AN1100S 1.0uH 40 0.7 7.96 224 200 303100

303AN1101S 1.2uH 40 0.7 7.96 220 200 303101

303AN1102S 1.5uH 40 0.7 7.96 185 200 303102

303AN1103S 1.8uH 40 0.7 7.96 127 200 303103

303AN1104S 2.2uH 40 0.7 7.96 114 200 303104

303AN1105S 2.7uH 40 0.7 7.96 100 200 303105

303AN1106 3.3uH 40 0.7 7.96 65 200 303106

303AN1107S 3.9uH 40 1 7.96 63 200 303107

303AN1108S 4.7uH 40 1.2 7.96 52 200 303108

303AN1109S 5.6uH 40 1.4 7.96 52 200 303109

303AN1110S 6.8uH 40 1.4 7.96 46 200 303110

303AN1111S 8.2uH 40 1.4 7.96 45 200 303111

303AN1112S 10uH 40 1.7 7.96 36 200 303112

http://www.bec.co.uk/OldSite/Pages/VARSMD/page35_1.htm


303AN1113S 12uH 40 1.7 2.52 31 176 303113

303AN1114S 15uH 40 2.1 2.52 27 155 303114

303AN1115S 18uH 40 2.1 2.52 26 164 303115

303AN1116S 22uH 40 2.6 2.52 21 144 303116

303AN1117S 27uH 40 3.1 2.52 19 127 303117

303AN1118S 33uH 40 3.5 2.52 16 111 303118

303AN1119S 39uH 40 3.7 2.52 16 96 303119

303AN1120S 47uH 40 4.2 2.52 13 94 303120

303AN1121S 56uH 40 4.6 2.52 12 90 303121

303LN1122S 68uH 25 2.8 2.52 44 15 303122

303LN1123S 82uH 25 3.1 2.52 39 14 303123

303LN1124S 100uH 30 3.7 0.796 32 13 303124

303LN1125S 120uH 30 4.2 0.796 32 12 303125

303LN1126S 150uH 30 4.7 0.796 28 10 303126

303LN1127S 180uH 30 7 0.796 27 9 303127

303LN1128S 220uH 30 7.7 0.796 23 8 303128

303LN1129S 270uH 30 8.6 0.796 21 8 303129

303LN1130S 330uH 30 9.8 0.796 16 7 303130

303LN1131S 390uH 30 10.3 0.796 15 6 303131

303LN1132S 470uH 30 11.7 0.796 13 5 303132

303LN1133S 560uH 30 14.7 0.796 12 5 303133

303LN1134S 680uH 30 18.2 0.796 12 4 303134
 


