
AM Ceramic Filters
AM セラミックフィルタ

TYPE

CFA
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Description 
• Single element AM IF filter with unique structure.
• Center frequency range: 450 to 470kHz.
• Bandwidth at 6dB: 13±3kHz or 5kHz Min. 

Features
• Compact, low profile. (Height 6.5mm Max.)
• High selectivity — suited to a wide range of applications.
• Low temperature coefficient.
• Low spurious response. 
• RoHS compliant

Applications
• AM radio-cassettes.
• Wireless data communications equipment. 

概　要
• ユニークな構造の1素子AM用IFフィルタ
• 中心周波数範囲：450～470kHz
• 6dB 帯 域 幅：13±3kHz または 5kHz Min.

特　長
• 小型・低背（高さ6.5mm Max.）
• 選択度特性の対象性が良い
• 低温度係数
• スプリアス特性が良い
• RoHS 指令対応

用　途
• AMラジオカセット
• 無線応用機器

SELECTION GUIDE FOR STANDARD FILTERS

TYPE CFA  (CERATUNE®)

TYPE CFA
東光品番 中心周波数* 6dB帯域幅 選択度 リップル 挿入損失

TOKO Center Bandwidth Selectivity Ripple Insertion Input/Output
Part Frequency* at 6dB at Fo±9kHz in Passband Loss Impedance

Number (kHz) (kHz) (dB)Min. (dB) (dB)Max. (kΩ)

#ACFA-450 450±1.1 13±3.0 6.0 0 5.0 3.0/3.0
#BCFA-450 450±2.1 13±3.0 6.0 0 5.0 3.0/3.0
#ACFA-455 455±1.1 13±3.0 6.0 0 5.0 3.0/3.0
#BCFA-455 455±2.1 13±3.0 6.0 0 5.0 3.0/3.0
#ACFA-459 459±1.1 13±3.0 6.0 0 5.0 3.0/3.0
#BCFA-459 459±2.1 13±3.0 6.0 0 5.0 3.0/3.0
#ACFA-468 468±1.1 13±3.0 6.0 0 5.0 3.0/3.0
#BCFA-468 468±2.1 13±3.0 6.0 0 5.0 3.0/3.0
#AFCFA-450L02 450.2±1.1 5.0 Min. 10.0 0 4.0 3.0/3.0
#AFCFA-455L02 455.2±1.1 5.0 Min. 10.0 0 4.0 3.0/3.0
#AFCFA-459L02 459.2±1.1 5.0 Min. 10.0. 0 4.0 3.0/3.0

入出力
インピーダンス

Test circuit 測定回路

Note: 50pF includes circuit capacitance
但し50pFは測定系の容量を含む

(Unit : mm)

Frequency characteristics 周波数特性
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